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SUMMARY 
An experimental investigation has been made in the Langley transonic 
blowdown tunnel of the transonic flutter characteristics of a 64* delta 
wing which simulated in a crude manner a construction having spars slang 
constant-percent chord lines and stresmwise ribs. The data obtained were 
compared with previously published data on a 64’ delta wing with construc- 
tion which simulated spamise spars and orthogonal streamwise ribs. 
Results for the present wing agreed with those for the wing with 
spanwise spars md stresmwise ribs in that about the same flutter char- 
acteristics were exhibited from Mach nmibers of 0.79 to 0.96 snd also a 
sharp increase occurred at Mach nmibers above 0.96 in the vslue of the 
parameter consisting of flutter-speed coefficient'divided by the square 
root of mass density ratio. Within the operating limits of the tunnel 
the present wing, however, could not be fluttered above a Mach number 
of 0.96 even though values of the parameter, flutter-speed coefficient 
divided by the square root of mass density ratio, exceeded by as much 
as 10 percent those required to flutter the wing with spanwise spars and 
streamwise ribs. 
INTRODUCTION 
Only l-ted data are available on the transonic flutter character- 
istics of delta plan-form wings (see, for instame ref. 1). Two explora- 
tory investigations have accordingly been made in the Langley trsnsonic 
blowdown tunnel in an attempt to define some of the transonic flutter 
problems of delta wings. In the first of the two investigations tran- 
sonic flutter tests were made on a a0 delta wing in which'the wing was 
made to simulate in a crude manner one general type of wing construction, 
namely spars normal to the fuselage plane of symmetry and stresmwise ribs. 
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The results of the first Investigation were published in reference 2. 
The second investigation consisted of transonic flutter tests on a 64* 
delta wing which was built so as to simulate another type of construction, 
which consists of spars along constant-percent chord lines and streamwise 
ribs. 
The present paper reports on the second investigation. In the tests 
an attempt was made to flutter the wing over a Mach number range from 0.69 
to 1.31. The model was cantilever mounted at zero angle of attack without 
body freedoms. 
SYMBOIS 
b 
br 
f i 
f a 
gh 
Ia 
experimental Mach number 
m6 mass of a stresmwise wing strip of-tidth -8, slugs 
qe 
t/c. 
v e 
xcg 
streamwise strip s&chord measured along chordwise center 
line of strip, f-t 
reference wing stresmwise semlchord, mean gecmetric exposed 
semichord, ft 
measured coupled natural frequencies (i = 1, 2, or 3), cps 
measured coupled predominantly torsion natural frequency, 
f3j cps 
structural damping coefficient in bending 
mass moment of inertia of streamwise wing strip of width 6 
about a spanwise axis passing through the strip center-of- 
gravity position, slugs-ft* 
Peve2 experimental dynamic pressure, -, 
2 lb/sq ft 
ratio of wing thickness to stresmwise chord 
experimental free-stream velocity, ft/sec 
stresmwise distance from leading edge to center-of-gravity 
position of streamwise strip, fraction of streamwise chord 
8 tidth ofstresmwise wing strip, ft 
NACA RM L57GOl 
rl nondimensional distance along exposed wing span, 
Spsnwise distance measured from wing root 
Length of qosed span 
experimental mass density ratio, wosed panel mass 
( Exposed panel span)(floebr2) 
A sweepback angle of leading edge, deg 
Pe experimental free-stream air density, slugs/cu ft 
cDe measured angular frequency of flutter, radians/set 
9 angular coupled natural frequencies, afit radians/set 
cu, angular coupled predominantly torsion natural frequency, 3y 
radians/set 
MODELS 
. Configuration 
r 
A sketch of the delta wing showing the basic dimensions and construc- 
tion is given in figure 1 and some of the,wing geometric parameters are 
listed in table I(a). The leading-edge sweepback angle was 64* and the 
tips were clipped along stresmwise lines. The stresmwise wing sections 
had a rounded leading edge over approximately 4 percent chord, straight 
parallel top and bottom surfaces to 85 percent chord, and a straight 
taper top and bottom from 85 percent chord to a sharp trailing edge. 
Along the span the wing had a nearly constant ratio of thickness to chord 
of 1.25 percent except that near the tip the thickness ratio increased 
somewhat. (See fig. 2.) 
Construction 
The delta-wing test model was constructed from a blank of x)24 alumi- 
num alloy which was formed into two wing panels, each shaped as described 
in the previous section, and an integral mounting block shown in figure 1. 
One of the two solid panels was modified to simulate rib and spar con- 
struction by cutting away the met& in order to leave a pattern of stream- 
wise ribs and spars along constant-percent chord lines as shown in fig- 
ure 1. The cut-outs were filled with a lightweight low-stiffness foam 
plastic and the entire panel was wrapped with a sheet of 0.003-tich-thick 
Fiberglas which was glued in place with. a polyester resin. 
" 
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Physical Passmeters F 
Some of the WFng physical roper-ties are given in table I. The * I 
structural damping coefficient 7 table I(a)) was determined from the 
decrement of free-bending vibrations in still air. The frequencies 
(table I(a)) and node lines which sre presented infigure 3 were meas- 
ured by use of an electromagnetic shakermounted close to the wing root. 
(See fig. 3.) Salt crystals sprinkled on the wing while -vibrating 
depicted the node lines at the natural frequencies. 
After testing, the exposed modified panel was cut into five stresm- 
wise strips. The mass, the center-of-gravity location, and the mass 
moment of inertia about a spanwise axis through the--center of gravity 
were determined for each strip (table I(b)). The methods used to deter- 
mine these parameters are discussed in reference 3. -. The division of 
the panel into strips, the strip center-of-gravity locations, and the 
assumed strip axes for measurement of moment of inertia are shown in 
figure 4. 
A detailed description of the tunnel, the model mount, the instru- 
mentation, and the testing technique is given in reference 3; therefore, 
only a brief description of these items is given in the following 
paragraphs. 
The flutter tests were made in the Langley transonic blowdown tunnel, 
a slotted tunnel with sn octagonal test section which measures 26 inches 
between flats. Excellent agreement between flutter-data obtained in the 
tunnel end in free air is shown in reference 4, In operating the tunnel, 
a preselected Mach ntmiber is set by means of a variable orifice downstream 
of the test section end this Mach nur&er is held approxJmately constant 
(after the orifice is choked) while the stagnation pressure, and thus 
density, is increased until flutter is obtained. The tunnel can operate 
from subsonic Mach numbers through the transonic range and up to a super- 
sonic Mach number of about 1.4. The density range is approximately 0.001 
to 0.012 slug per cubic foot. It should be noted that because of the 
expansion of the air in the reservoir during a run the stsgnation tempera- 
ture continually decreases so that the.test-section velocity is not 
uniquely defined by the Mach number. Mach number is a function oftemper- 
ature and there is no independent control of the temperature. 
The test wing was mounted at zero angle of attack in a cylindrical c 
sting fuselage which extends upstream without chacge in diameter into the 
subsonic flow region of-the tunnel. Thus, the formation of a bow shock 
wave which might reflect from the tunnel wslls onto the model is prevented. ". 
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The.weight of the model support system is 289 pounds and the fundamental 
frequency of the system is appr0xFma;tel.y 15 cycles per second. 
The model instrumentation consisted of wire strain gages Dunted 
on the wing as shown in figure 3 and oriented in order to indicate deflec- 
tions of the wing panel about two different axes. A recording oscillo- 
graph was used to obtain a continuous record during each run of the 
strain-gage signals and of stagnation temperature, stsgnation pressure, 
and test-section static pressure. The record of the strain-gage signals 
was used to determine the stsrt of flutter and the frequency of the wing 
oscillations. 
The Mach number range over which flutter was obtatied on the wing 
was from 0.69 to 0.96, but attempts were made to flutter the wing at Mach 
numbers up to 1.3 and dynamic pressures up to 4,158 pounds per square 
foot. 
General Comments 
For each of the flutter points, only the modified wing panel flut- 
tered. The other panel of solid 2024 aluminum was too stiff to flutter 
in the density range of the tunnel. 
Approximately half of the flutter points were readily determUed 
from the oscillograph strain-gage records.. These starts of flutter were 
characterized by a change from random wing motion to a continuous sinus- 
oidal oscillation accompanied by en ticrease in oscillation amplitude. 
Also the oscillation frequencies of both strain-gage traces became the 
same at the start of flutter. For the other half of the flutter points 
a period of intermittent sinusoidal oscillations preceded the start of 
flutter and obscured the exact start of flutter. Such periods ace desig- 
nated as low-damping regions inasmuch as the sum of the aerodynanric and 
structural dsmping is close to zero and the wing has a large response 
to random disturbsnces such as tunnel turbulence. When low damping 
occurred, two data points were picked - one near the start of the low- 
damping region snd the other near the stsrt of continuous flutter fol- 
lowing low damping. Both data points are presented in the tables and 
figures. 
Theoperating characteristics of the tunnel were such that-during 
a single run the tunnel operating curve of dynamic pressure as a function 
of Mach number sometimes intersected at two points the model flutter- 
boundary curve of dynamic pressure required for flutter as a function 
of Mach number. In such cases both points of intersection are presented 
in the data. 
6 
Presentation of Data 
NACA RM L57G01 
The results of the tunnel tests are listed in table II. The first 
three columns describe chronologically the flutter behavior of the test 
wing panel during each tunnel run. The first colwn gives the tunnel 
run number, the second column lists in chronological order the data points 
of interest during each run, and the third column, by means of code let- 
ters (defined in table II), describes the behavior ofthe wing at each 
data point. The remaining columns give information about-each data point 
such as flutter Mach number and frequency, dycsmic pressure, velocity, 
and so forth. 
Some of the results tabulated in table II are presented as functions 
of Mach number in figures 5 to 8. Figure 5 is a plot of dynsmic pressure 
at flutter; figure 6 is a plot of the passmeter Ve 
wk@G 
at flutter; 
figure 7 is a comparison of values of the parameter ve for the 
%T%ijG 
test wing with the values of the ssme parameter for wing 1 of reference 2; 
and figure 8 is a plot of the flutter frequency normalized by the third 
natural coupled frequency which is designated as the predominantly tor- 
sion frequency. In figures 5, 6, and 7 the low-dwing regions are fndi- 
cated by dashed. lines which extend from the start-of-low-damping point 
(marked only by the lower end of the dashed line) to the continuous- 
flutter point (mark& by a symbol at the upper end-of the dashed line). 
DISCUSSION 
The flutter tests on the present wing were made over a Mach number 
range from 0.69 to 1,31, and flutter was obtained at Mach nuribers from 
0.69 to 0.96. The flutter boundary obtained is plottea in figure 5 as 
dynamic pressure required for flutter against Mach number and shows a 
dip around Mach number 0.8 followed by a rise between Mach n&era 0.9 
and 0.96. The flutter frequencies obtained (table II) fell between the 
frequencies of the first two coupled modes (fig-; 3). 
Three.runs were made at Mach numbers between 0.96 and 1.31 and no 
flutter was obtained although approximately maximum tunnel Qnamic pres- 
sure was reached. The variations of test-section dynamic pressure with 
Mach number during these runs are shown in figure 5 by short-dashed-long- 
dashed lines with solid points at the upper end of the lines Which indi- 
cate the maximum dynamic pressure reached. Although no flutter"occurred 
during these runs, considerable response of the wing to random diaturb- 
aces was noted. The no-flutter lines and points in figure 5 show that 
the dynsmic pressure required for flutter of the present wing must 
increase by a factor of about 2.5 between Mach numbers 0.96 s.nd 1.05. 
NACARML57GOl 
In figure 6 the data for the present wing are shown in the form of 
the more general nondimensional psrsmeter Ve 
h%G 
which consists of the 
flutter-speed coefficient divided by the square root of the mass ratio. 
Between the Mach numbers 0.69 and 0.96, the values of ve 
bIw&- 
vsried 
from 0.33 to 0.38 with a dip around Mach number 0.8 followed by a rise 
between Mach numbers 0.90 and 0.96. The points for maximum dynamic pres- 
sure, no-flutter show that, if a flutter boundsry exists at supersonic 
Mach numbers, the values of Ve 
+%4-G 
must rise frcm 0.38 to some value 
above 0.59 between Mach nunibers of 0.96 and 1.05. 
As mentioned in the "Introduction" this is the second transonic 
flutter investigation made on a 64O delta wing in the Langley transonic 
blow-down tunnel. Wing 1 of reference 2 was externally similar to the 
present wing but had a construction which simulated spars normal to the 
fuselage plane of symmetry and orthogonal stresmwise ribs. The vibra- 
tion node lines for both wings were quite similar. A comparison of fre- 
quency data for the two wings is given in the following table: 
L 
fl, cps . . . 
f2., cps . . . 
f3, cps . . . 
fl/f3 . . . . 
f2/f3 . . . . 
'Present wing (spars along Wing 1 of reference 2 (spanwise 
constant-percent 
chord lines) 
spars and orthogonal, 
stresmwiee ribs) 
120 108 
274 . 253 
438 342 
0.27 0.32 
0.63 0.74 
The frequencies of the present wing are higher than those for wing 1 
of reference 2, but the frequency ratios fl/f3 and f2/f3 for the 
present wing are only slightly lower than the corresponding ratios for 
wing 1 of reference 2. 
The parameter ve 
%J+fJc\lir;t' 
is used in figure 7 to compare the flutter 
behavior of the present wing with that of wing.1 of reference 2. Between 
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Mach numbers 0.79 and 0.96 where the data for the two wings overlap, 
the values of Ve 
b&&i 
for the two wings sre nearly the ssme. In ref- 
erence 2 the parameter. Ve 
b.ml(Cre 
was shown to correlate at a given Mach 
number the data for two different wings having the same plan form and 
general type of construction but different masses and frequencies. The 
present wing and wing 1 of reference 2 have different types of-construc- 
tion but the plan forms are the same and the frequency ratios are similar. 
Therefore, it is thought that the aforementioned agreement of Ve 
br%f$G 
values between the present wing and wing 1 of reference 2 is an indica- 
tion that the flutter modes for the two wings in this Mach number range 
were quite similar. Additional evidence of the similarity ofthe flutter 
modes for the two wings is given in figure 8 which shows the ratio of 
flutter frequency to torsion frequency for the presentwing to be around 
0.5 with scatter from 0.45 to 0.57. These values are nearly the ssme as 
those for-wing I of reference 2 in the ssme Mach number range. Thus the 
differences in construction between the two wings appear to have little 
effect on the vtiues of ve 
Q-w6 
and 2 for the two wings in the Mach 
number range from 0.79 to 0.96. 
For wing 1 of reference 2 a large and abrupt increase in ve 
h%* 
values occurred at about Mach number 1.05 and flutter at this higher 
level was encountered at Mach numbers up to 1.28. (See fig. 7.) This 
abrupt increase in Ve 
%+a* 
values wab accqanied by sn abrupt increase 
in the ratio of flutter frequency to torsion frequkcy. As discussed in 
reference 2, these phenomena were interpreted as evidence of an abrupt 
change in flutter mode from a low-frequency to a high-frequency flutter 
mode. Abrupt chsnges in flutter mode have been noted-before. (See refs. 1 
and 5.) The present-wing did not flutter at Mach numbers from 0.96 to 
1.3 although, in this rangei the wing was tested to higher values of 
Ve then were needed to flutter wing 1 of-reference 2. These no- 
-fwxG : 
flutter points are shown in figure 7. The subsonic flutter points and 
supersonic no-flutter points shown for the present wing in figure 7 indi- 
cate that a sharp rise in ve 
%+q-iG 
occurred for thjs wing between Mach 
numbers 0.96 a;na 1.05: 
X 
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From a transonic flutter investigation of a 64' delta w%zg constructed 
with spsrs along constant-percent chord lines and stresmwise ribs snd from 
comparison with previously published data on a wing with the same plan 
form but constructed with spanwise spars and orthogonal stresmwise ribs, 
the following conclusions may be made: 
1. At Mach numbers from 0.79 to 0.96 flutter was obtained on both 
wings, at nesrly the ssme values for each of the psrsmeters, flutter- 
speed coefficient divided by the square root of the mass-density ratio 
and the ratio of flutter frequency to torsion frequency. 
2. A sharp rise in the psrsmeter flutter-speed coefficient divided 
by the square root of the mass-density ratio was obtained near Mach 
number 1.05 for the wing with spsnwise spars; the rise in this parsmeter 
was associated with a change in flutter mode. Flutter points obtained 
at subsonic Mach numbers and no-flutter points obtained at supersonic 
Mach numbers also indicate a sharp rise in the parameter at about the 
ssme Mach number for the ting with spars along constant-percent chord 
lines. 
3. Values of the parameter flutter-speed coefficient divided by 
the square root of the mass-density ratio were about 10 percent higher 
at a Mach number of about 1.05 for the no-flutter points obtained tith 
the wing with spars along constant-percent chord lines than for the flut- 
ter points obtained with the wing with spanwise spsrs. 
Langley Aeronautical Laboratory, 
National Advisory Committee for Aeronautics, 
Langley Field, Va., June 17, 1957. 
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TABLE I.- PHYSICAL PARumImS 
(a) Wing properties 
Parameter Test wing 
A,deg ................ 64 
span,ft ................ 1.092 
Panel span, ft. ............ - 0.421 
br,f't ................. 0.2422 
xcg, avg ............... 0.486 
ghj avg ................. 0.0~6 
cqp3 ................. 0.2740 
c!A#.y ................. 0.6256 
Fkgosed pmelmass, slugs ....... 0.00366 
fl, cps ................ I20 
f2., cps ................. 274 
f3, cps ................ 438 
(b) Measured mass properties 
Strip m6, I$, 6, b, SlUgS slug-f-t2 x% ft f-t 
1 . . . . . 0.001672 o.oooog557 0.4855 0.0833 0.416 
2 . . . . . o.ooogao 0.00003176 0.4875 0.0833 0.331 
,3 . . . . . 0.0005852 0.00001153 0.4832 0.0833 0.245 
'4 . . . . . 0.00030g1 0.00000300 0.470 0.0833 0.159 
5 . . . . . 0.0001720 0.00000043 0.503 0.08~ 0.0512 
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awing panel behavior cc&: 
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Figure l.- Sketch of wing &owing basic dimensions and construction. Forward spar, 0.35 chord; 
middle spar, 0.65 Chord; and rem spar, 0.85 chord. AU dimensions are fn inches. G 
$, PaMnt 
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? 
Figure 2.- Variati.on of test wing ratio of average tbhkness (over flat part of wing) to 
streemise chordalongthewhg span. 
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Figure 3.- Measured c&pled natural vibration frequencies and node lines, 
.e shaker position, and strain-gage locations for test wing. 
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of strrp 
Figure 4.- Sketch of test wing showing stresmwise strips, strip center-of- 
gravity locations, snd assumed strip sxes for momen+of-inertia 
measurements . All dbnensions are in inches. 
. 
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?-- Test-aeotlon conditions 
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.6 .7 .a .9 1.0 1.1 -1.2 1.3 1.L 
Figure 5.- Variation for test wing of free-stream dynamic pressure at 
flutter with Mach nuder. 
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Figure 6.- Variation fox test wf.ng of the parameter Ve 
bl%#G 
with Mach number. 
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Figure 7.- Ccmrparison of values of ve 
-6 
as a function of Mach number for test wing with 
values of same paiameter for wing 1 of reference 2. 
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Figure 8.- Variation of ratio of flutter frequency to measured predombantly torsion frequency s, 
with &tchmmber for test wing. 
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